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Assembly Instructions
Step 3

Attach part (1, 2) to part (3), then insert and secure cam lock (C) to part (1, 2) to lock them.
Then, attach part (1, 2) to part (4), then insert and secure cam lock (C) to 
part (1, 2) to lock them.

Attach cam bolt (B) to part (3, 4) with a screwdriver.
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CAM-LOCK
Tighten until shoulder is flush 
with panel.Do not overtighten
or undertighten(see example below)
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Assembly Instructions
Step 5

Step 6

Insert protective feet (D) into part (1, 2).

Insert wooden dowel (A) into part (5, 6, 7, 8).

D

D x 8

A

A x 16

A

A

A

A
A

A

A

A

A

A

A

A

A

A

A

A

5

6 8

7

D

D

D

D
D

D

D

D



IAttach part (5, 6) to part (3), and attach part (7, 8) to part (4) using screw (E) with a screwdriver.
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Assembly Instructions
Step 7

Slide the back panels (9) into grooves as per diagram.

Step 8
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Assembly Instructions
Step 9

Attach part (10) to part (5, 6), then insert and secure cam lock (C) to part (5, 6) to lock them.
Attach part (11) to part (7, 8), then insert and secure cam lock (C) to part (7, 8) to lock them.
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Attach cam bolt (B) to part (10, 11) with a screwdriver.

Shoulder

NO GAP

CAM-LOCK
Tighten until shoulder is flush 
with panel.Do not overtighten
or undertighten(see example below)
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Step 10
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Assembly Instructions
Step 11

Attach cam bolt (B) to part (12) with a screwdriver.
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Attach plastic wedge (H) to back panels (9) using screws with a screwdriver.

Step 12

x2
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Tighten until shoulder is flush 
with panel.Do not overtighten
or undertighten(see example below)
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Assembly Instructions

Step 13

Attach part (12) to part (3, 5, 10), then insert 
and secure cam lock (C) to part (3, 5, 10) to lock them.
Attach door bumpers (I) to part(6). 
You may refer to page 4 about how to adjust hinge.

Use screws (G) to secure hinges (F) to door (13), and then secure hings (F) to 
part (12) with a screwdriver.

Step 14
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Assembly Instructions

Step 15

Assembly is complete.
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Attach part (12) to part (4, 8, 11), then 
insert and secure cam lock (C) to part (4, 8, 11) to lock them.
Attach door bumpers (I) to part(7). 
You may refer to page 4 about how to adjust hinge.
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