




















Step 1

DO NOT OVER 
TIGHTEN. 

Step 3

Step 2

Step 4

Connect the male 

camlock as directed 

in the assembly 

instructions using a 

screwdriver.

Insert the female 

camlock as shown 

in the instructions.

Note: ensure that 

the arrow on the 

top of the camlock 

points towards the 

entry hole for the 

male camlock.

Push the male 

camlock into the 

entry hole.

Turn the female 

camlock clockwise 

with a screwdriver.

You should feel a 

click when the 

camlock is locked in 

place.

The joint is now 

secure.





Insert wooden dowels C into panels 1 and 2;

Install cam bolts A into panels 1 and 2.

Insert wooden dowels C into panel 3.



Connect panels 1, 2, and 3. Insert cam locks B into panel 3 and tighten.

Install cam bolts A into panel 4.



Connect panel 4 to panel 3. Insert cam locks B into panel 3 and tighten.

Install cam bolts A into panels 5 and 6.



Install cam bolts L into panel 7.

Connect panels 5 and 6 to panel 3. 

Insert cam locks B into panel 3 and tighten.



Install cam bolts A into panel 7.

Connect panel 7 to panels 1, 2, 5, and 6. 

Insert cam locks B into panels 1, 2, 5, and 6, then tighten.



Place panel HH on panel 4.



Fasten panel HH to panel 4 with screws GG.

Fasten panel HH to panels 5 and 6 with screws GG.



Attach bracket N to heater unit AA with screws M.

From the back of the cabinet, slide heater unit AA into the panel groove.



Attach bracket N to panel 3 with screws F.

Slide panel 8 into the grooves in panels 5 and 6.



Slide glass panel 10 into the grooves in panels 5 and 6.

Install cam bolts L into panel 11.



Attach panel 11 to panels 1, 2, 5, and 6 with screws E.



Install cam bolts A into panel 12.

Insert long wooden dowels G into panels 12 and 13.

Insert wooden dowels C into panels 14 and 15.



Connect panel 14 to panel 12. Insert cam lock B into panel 14 and tighten.

Connect panel 15 to panel 12. Insert cam lock B into panel 15 and tighten.



Attach panel 13 to panels 14 and 15 with screws E.

Connect panels 12 and 13 to panels 7 and 11. 

Insert cam locks B into panels 12 and 13, then tighten.



Install cam bolts A into panel 16.

Insert long wooden dowels G into panels 16 and 17.

Insert wooden dowels C into panels 14 and 15.



Connect panel 14 to panel 16. Insert cam lock B into panel 14 and tighten.

Connect panel 15 to panel 16. Insert cam lock B into panel 15 and tighten.



Attach panel 17 to panels 14 and 15 with screws E.

Connect panels 16 and 17 to panels 7 and 11. 

Insert cam locks B into panels 16 and 17, then tighten.



Insert foot pins H into panels 11, 13, and 17.



Slide panels 20 and 21 into the grooves.



Attach panel 22 to panels 20 and 21 with screws F.



Connect panel 23 to back panel connector strip K;

Secure panels 23 and 24 to the back of the cabinet with back panel nails J.



Insert shelf supports D into panels 1, 2, and 15, then place panel 18 in position.



As shown, connect the wires from the panel to the corresponding connectors on the 

heater.



Fasten support panel CC to the front metal support legs EE and rear metal support 

legs DD with screws GG.

Place the faux logs on the support panel.



Place the assembled faux log module behind the glass, making sure it sits snugly 

against the glass.

Note: Insert the bottom feet of the faux log module into the holes in panel 11.



As shown, slide back panel 19 into the groove.



Connect the wires from the faux logs to the corresponding connectors on the heater.
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